
TECHNICAL DATA

CAUTION: No part of this data sheet may be reproduced, adapted, translated, entered into a database or even released to the public partly or entirely without prior and written permission of FN HERSTAL, S.A. The specifications or other 
figures are given for indication only and have no contractual value. FN HERSTAL, S.A. reserves the right to modify or change the specifications at any time without prior notice. All trademarks, service brands and brand names used 
here are trademarks or registered trademarks of FN HERSTAL, S.A. and may not be used, copied, reproduced, republished, uploaded, sent, transmitted, sold or altered in any way without the prior written permission of FN HERSTAL, 
S.A. All rights reserved for all countries. © FN HERSTAL, S.A  - Last revision: June 2020

FN P90® Standard FN P90® Tactical

Firing mode Semi-auto or  
semi-auto/full auto

Semi-auto or  
semi-auto/full auto

Operating principle Blowback, firing from 
closed breech

Blowback, firing from 
closed breech

Total length 505mm (19.9") 505mm (19.9")

Barrel length 264.15mm (10.4") 264.15mm (10.4")

Magazine capacity 50 rounds 50 rounds

Weight  - empty magazine
              - loaded magazine

± 2.8 kg (± 6.17 lb)
± 3.1 kg (± 6.83 lb)

± 2.92 kg (± 6.4 lb)
± 3.2 kg (± 7.1 lb)

Cycling rate of fire 850 - 1,100 RPM 850 - 1,100 RPM

Maximum effective range 200m (220 yds) 200m (220 yds)
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